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 Safety Precautions  

¶ All operating instructions must be read and understood before the product is operated. 

¶ These safety and operating instructions must be kept in a safe place for future reference. 

¶ All warnings on the product and in the instructions must be observed closely. 

¶ All operating instructions must be followed. 

¶ Do not use attachments or accessories not recommended by the manufacturer.  Use of inadequate attach-
ments may result in serious accidents. 

¶ Do not place heavy objects on the power cord.  Route power cord to prevent people from stepping on or rest-
ing objects on the cord.  Check to ensure that both outlet and product connection points are properly seated 
and secured. 

¶ This product must be operated on a power source as specified on the specification label or product screen-
ing.  Always operate the product within the voltage range specified. 

¶ Do not overload AC outlets or extension cords.  Overloading can cause fire or serious electric shock. 

¶ Never insert an object into the product through vents or openings as this can cause serious electric shock or 
damage to the product. 

¶ Do not expose product to water or other liquids as this can lead to electrical shock or permanent damage to 
the equipment. 

¶ Do not attempt to service the product yourself.  Removing covers can expose you to high voltage and other 
unsafe conditions.  Please seek the assistance of a qualified service professional for all service needs. 

¶ If any of the following occur, unplug the power cord from the AC outlet and consult a qualified service profes-
sional to perform repairs: 

¶ Power cord or plug becomes damaged. 

¶ When any liquid is spilled on or in the product. 

¶ When the product has been exposed to rain or water. 

¶ When the product does not operate properly as described in the instruction manual. 

¶ When the product has been dropped or damaged. 

¶ When the product displays any abnormal operating condition. 

¶ If the product requires replacement parts, make sure that the service person uses replacement parts speci-
fied by the manufacturer, or those equivalent parts having the same characteristics and performance specifi-
cations as the original parts.  Use of unauthorized parts can result in fire, electric shock, and/or other dam-
age. 

¶ Upon completion of any service or repair work, request that the service technician perform safety checks to 
ensure that the product is in proper working order. 

¶ When mounting the product to a wall, ceiling, or within a rack/enclosure, be sure to install the product accord-
ing to the instructions of both the mount and monitor manufacturer. 

¶ Unplug the power cord from the AC Outlet before cleaning the product. 

¶ For Proper Screen Maintenance please follow the guidelines below to prevent scratches, discoloration, or 
other damage to the LCD panel: 

¶ Avoid striking the screen with any object. 

¶ Do not wipe screen hard.  Apply only gentle pressure if cleaning. 

¶ Do not wipe the screen with solvents such as alcohol, paint thinner, or benzene as this can cause 
permanent damage to the LCD panel. 

¶ Do not spray detergent or other cleaners directly on the monitor or LCD panel. 

¶ Do not write on the LCD panel with any substance or object. 

¶ Do not paste or stick anything to the screen as any adhesive can cause damage to the LCD panel. 

¶ Screen may be cleaned by gently wiping with lint free cloth to remove dust.  For more thorough 
cleaning use a lint free cloth that has been very lightly dampened with a well diluted neutral deter-
gent.  Please dry any excess moisture from the monitor or LCD panel immediately to prevent dam-
age. 
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 Safety Precautions  

¶ For proper chassis maintenance please follow the guidelines below to avoid any potential damage: 

¶ Do not wipe the chassis with solvents such as alcohol, paint thinner, or benzene. 

¶ Do not expose the cabinet to any volatile substances. 

¶ Do not allow prolonged contact with rubber or plastic. 

¶ Apply only gentle pressure to chassis when cleaning. 

¶ To clean use soft, lint free cloth to remove dust.  A lightly dampened cloth, as described in the screen 
maintenance section, may also be used to clean the chassis. 

¶ Take care in moving this product as serious injury or death can result from the sudden shifting or falling of this 
object. 

¶ The vents and openings in the productôs chassis are designed for ventilation.  Do not cover, block, or other-
wise obstruct these vents and openings as insufficient ventilation can cause overheating and/or shorten the 
life of the product.  Do not place the object on a bed, sofa, rug, or other similar surface as this can result in 
serious obstruction of ventilation areas.  If using in enclosed space make sure to provide proper ventilation to 
maintain allowable operating temperature range. 

¶ The LCD panel used in this product contains glass and can cause serious injury if broken.  If the unit is 
dropped or otherwise damaged take care to avoid possible injury by glass shards. 

¶ Keep this product away from heat generating sources such as radiators, heaters, stoves, or other heat gener-
ating products. 

¶ Avoid prolonged exposure to direct sunlight as this can cause damage to the LCD Panel. 
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FCC (Federal Communications Commission)  
This equipment has been tested and found to comply with the limits for a class A digital device, pursuant to part 
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interface when 
the equipment is operated in a commercial environment. 
 
This equipment generates, uses, and can radiate radio frequency energy, and if not installed and used in accor-
dance with the instruction manual, may cause harmful interference to radio communications. 
 
       Warning:  Change or modifications not expressly approved by the manufacturer responsible for compliance 
void the userôs authority to operate the equipment. 
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 Parts & Their Functions  

Front  

SDI 1 

SDI 2 

YPbPr 

Video  

DVI 

F3 

F2 

F1 

F4 

F5 

Menu 

Up 

Down  

Enter  

Power  

Volume  

Contrast  

Bright / F.D.  

Chroma / V Pos  

Phase / H Pos  

Tally  

¶ SDI 1: Used to select SDI Input 1 as the active Input. 

¶ SDI 2: Used to select SDI Input 2 as the active Input. 

¶ YPbPr : Used to select the Component Analog Input as the active Input. 

¶ Video : Used to select the Composite Analog Input as the active Input. 

¶ DVI: Used to select the DVI-I Input as the active Input.  DVI-Digital / DVI-Analog toggle is available from the 
System (Menu/System/DVI Selection). 

¶ F1: assignable function key.  This keyôs function is selectable form the Function Menu. 

¶ F2: assignable function key.  This keyôs function is selectable form the Function Menu. 

¶ F3: assignable function key.  This keyôs function is selectable form the Function  Menu. 

¶ F4: assignable function key.  This keyôs function is selectable form the Function  Menu. 

¶ F5: assignable function key.  This keyôs function is selectable form the Function  Menu. 

¶ Menu : Used to enable on screen menu. 

¶ Up: Used in combination with Down and Enter Keys to navigate On Screen Menu. 

¶ Down : Used in combination with Up and Enter Keys to navigate On Screen Menu. 

¶ Enter : Used in combination with Up and Down Keys to navigate On Screen Menu.  The Enter button is used 
to confirm selections within the On Screen Menu. 

¶ Power : Used to turn power on/off. 

¶ Volume:  Used to adjust volume. Press down on this knob to instantly mute or unmute the volume. 

¶ Contrast:  Used to adjust contrast higher or lower.  Pressing down on the center of this button will return the 
contrast setting to its default position.  Press to set F-Stop reference when Measurement function is enabled. 

5 © 2009 Flanders Scientific, Inc. 
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 Parts & Their Functions  

¶ Bright / F.D. : Used to adjust brightness higher or lower.  Pressing down on the center of this button will return 
the brightness setting to its default position. When Measurement function is on, press to enable find delta feature. 

¶ Chroma / V Pos : Used to adjust chroma higher or lower.  Pressing down on the center of this button will return 
the chroma setting to its default position. Used to move crosshair vertically within Measurement function. 

¶ Phase / H Pos : Used to adjust phase.  Pressing down on the center of this button will return the phase setting to 
its default position. Use to move crosshair horizontally within Measurement function. 

¶ Tally : Three color tally lamp controlled via remote control. 

Rear 

¶ LAN : Network Connection. 

¶ GPI: General Purpose Interface for Contact Closure Remote Control.      
Remote Control Functions can be assigned from Monitor Main Menu. 

¶ RS-485: RS-485 Ports (In/Out) for looping remote control interface. 

¶ DVI-I: DVI-I Input.  Supports both DVI-Analog & DVI-Digital.    Analog/
Digital Toggle is found within On Screen Menu. 

¶ Video In/Out : Composite Video Input & Loop Through. 

¶ Component In/Out : Component Video (SD & HD autosensing) Input & 
Loop Through.  Supports both YPbPr & RGB signals. 

¶ Ext. Sync. In/Out : External Reference Synchronization Interface. 

¶ SDI In 1 & SDI In 2 : Two Autosensing, Autoswitching, Multi-Format HD/SD-
SDI Inputs.  Both Inputs support SD or HD SDI Signals, & 3Gbps if installed 

¶ SDI Out 1 & Out 2 : Two mirrored SD/HD-SDI Outputs (& 3Gbps if in-
stalled).  Please note that both Outputs pass through the identical active 
SDI channel, not two distinct channels. 

¶ Audio In/Out : Analog Stereo Mini-phono Audio Input & Output. 

AC 
Power  

DC 
Power  

6 © 2009 Flanders Scientific, Inc. 
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 Menu Navigation/System Status  

Main Menu  

Pressing the Menu Button on the Monitorôs Keypad will call up the Main Menu, as shown below: 

Navigating the Main Menu  

To navigate the main menu simply use the up and down keys to highlight a category and press the enter button to 
enter the highlighted sub menu.  Navigate the sub menu in the same way by using the up and down keys to high-
light a particular function and press enter to toggle between that functionôs settings.  To exit the menu or back out 
of a sub menu simply press the menu button. 

System Status Category  

The System Status Category does not contain any configurable settings, but does provide important information 
regarding your monitorôs serial number, firmware version, & current configuration. 

7 © 2009 Flanders Scientific, Inc. 
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Function Function 1 Scopes & VU Meters 1

Scopes & VU-Meters Function 2 Scopes & VU Meters 2

Video Function 3 Scopes & VU Meters 3

Audio Function 4 Marker

Marker Function 5 Measurment

System Function Display On

OSD

GPI

Display Alignment

System Status

Support

Function

Main Menu

Function Input SDI 1

Scopes & VU-Meters Input Mode NTSC

Video Overscan Off

Audio Pixel Mapping Off

Marker Volume 16

System Contrast 0

OSD Brightness 0.00

GPI Chroma 0.00

Display Alignment Hue 0.00

System Status Version LM-1760W 0.9.16

Support S/N M1760A0090

System Status



  

 Function Menu  

Function Menu Organization  

Function Menu  

The Function Menu allows you to assign user selectable functions to any of the 5 function buttons (F1, F2, F3, 
F4, & F5) on the monitor keypad.  Many monitor features listed as assignable options in the function menu are 
also selectable via the embedded menus and are present simply to provide an option for faster, single button 
press, access to the desired function.  Other features listed require a Function Key for activation , but may have 
associated customizable settings that can be found in other menus.  To assign a function to a function key high-
light one of the 5 Function lines and press ENTER.  A list of assignable functions will appear.  Select the desired 
function with the UP and DOWN buttons and press ENTER to assign that function to the corresponding Function 
Key.  The Function Display option listed under Function 5 gives you the option to have a temporary confirmation 
window appear on screen after a function key is pressed that will ID the function that was turned On/Off.  A re-
view of assignable functions is listed below. 

Assignable Functions  

¶ Scopes & VU Meters 1, 2, 3  

These functions toggle On/Off a Scopes & VU Meters profile.  Three profile slots are available from the 
Scopes & VU Meters Menu and each profile can bet set to a specific function key allowing you to instantly 
toggle between various types of Scope or Audio Level Meter configurations. Please note that if you have set 
both the Audio Level Meters and Waveform to the Off position in the Scopes & VU Meters menu nothing will 
appear on screen when you toggle this function. More information on Scope profiles can be found here. 

¶ Cross Hatch  

The Cross Hatch function toggles on/off the onscreen display of a graphical cross hatch overlay. 

¶ Blue Only  

This function activates the monitorôs Blue Only mode. 

¶ Marker  

This function activates the onscreen display of the preset Area & Safety Markers.  Marker presets can be cus-
tomized via the Marker menu.  By utilizing this function you can toggle on/off your selected markers with a 
single function key after setting up your marker preferences in the Marker menu (see Marker Menu section of 
this manual for more details). 

¶ Overscan  

The Overscan function is selectable both via the Video Menu or an assignable function key.  The Overscan 
function can work with 1:1 Pixel mapping mode On or Off.  With 1:1 Pixel to Pixel mapping mode turned off 
the Overscanned image is scaled full screen.  With 1:1 Pixel to Pixel mapping mode turned on the image re-
mains unscaled, but the area lying outside of the Active Scan area is blacked out.  This blacked out area 
represents the same area not visible with Pixel to Pixel mode off.  For details on Overscan mode see the 
Video Menu section of this manual. 

8 © 2009 Flanders Scientific, Inc. 

*NOTE: Many features (Waveform, 
Vector Scope, Audio Level Meters, 
etc.) require a function key in order  to 
operate. Some menus (such as the 
Scopes & VU Meters menu) only set 
your display preferences while a cor-
responding function key must be as-
signed to turn the feature on and off.  
If you are having trouble with a moni-
tor feature make sure you have as-
signed the proper function key and 
any corresponding menu settings.  
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 Function Menu (continued)  

Assignable Functions (continued)  

¶ Sub Window  

The Sub Window function enables a Picture by Picture mode.  After assigning the Sub Window function to a 
function key the first key press of that function key will result in a picture by picture display of your active in-
put.  Pressing the function key a second time will freeze the frame on the left while continuing to provide a 
real time update of the frame on the right. Pressing the function key a third time will allow you to exit the Sub 
Window mode. 

¶ Pixel Mapping  

The Pixel Mapping function toggles between various available pixel mapping options.  Options vary depend-
ing on the incoming source, but may include the following: 

¶ 1:1 Pixel Mapping.  1 pixel of incoming source is displayed as 1 pixel onscreen. If the incoming source 
resolution is less than the total pixel count of the monitor your source will not fill the screen, this is often 
referred to as a postage stamp representation of the source.  If the incoming source resolution is greater 
than the total pixel count of the monitor then only a portion of the incoming source will be shown on-
screen, but the pixel position function may be used to view different sections of the 1:1 pixel representa-
tion. The monitorôs tally light will flash to remind you that you are in 1:1 pixel mapping mode if any portion 
of the image is not shown on screen when in 1:1. 

¶ 2:1 Pixel Mapping (SD sources only): Every individual pixel of the incoming source is represented by four 
pixels onscreen.  This scaling algorithm is simple and allows for a largely artifact free double size version 
of the 1:1 Pixel Mapping Mode for SD sources.  While 2:1 scaling will still not fill the entire screen on a 
1920x1080 resolution monitor, it does use a majority of the vertical screen height and provides an excel-
lent quality large scale representation of the SD source. 

¶ Full Screen Mapping: The full screen mode will scale the incoming source to fill as much of the screen as 
possible while preserving the incoming sourceôs native aspect ratio.  If the incoming source and panel 
share the same resolution then there will be no difference between 1:1 pixel mapping and full screen 
pixel mapping. 

Please note that the Overscan function will be represented differently based on the pixel mapping selection 
that you select.  Please see the Video Menu section of this manual for details. 

¶ Pixel Position  

This function provides a toggle for positioning a 1:1 Pixel to Pixel mapped representation of an incoming 
source on different areas of the screen. Once assigned to a function key each key press will move the source 
to a different onscreen position.  Please note that if the incoming source is the same resolution as the LCD 
panel the image will not move.  The pixel position function does not work unless the 1:1 Pixel to Pixel map-
ping mode function is turned On.  On the LM-1760W this function can be used with the Pixel to Pixel Mode to 
view any section of a 1080 source in a native 1:1, unscaled format.  Similarly, on all native 1920x1080 or 
1920x1200 resolution monitors this mode will allow you to view any portion of an incoming 2K source in an 
unscaled 1:1 onscreen representation. 

¶ H/V Delay Mode  

This modes activates the Horizontal and Vertical Delay Function to highlight the horizontal and vertical blank-
ing portions of the incoming signal. 

¶ Mono Mode  

This mode activates the monochrome function.  Press once to turn on and again to turn off. 

¶ Zoom  

This function zooms in on the incoming source until the entire screen is filled.  This is strictly a zooming func-
tion and does not alter the native aspect ratio of the source to fill the screen.  When viewing a 4:3 source in 
Zoom mode on a 16:9 display the aspect ratio of the visible video will remain 4:3 though the entire 16:9 
screen will be filled.  Essentially the Zoom mode results in viewing a 16:9 section of the 4:3 source and is 
most useful when viewing a letterboxed SD source on a widescreen display so that the letterboxing is not 
shown and only the video within the letterboxing is present. 

¶ Invert Screen  

This function allows you to flip the image upside down for optimized use in various applications. (7ò ONLY) 
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 Function Menu (continued)  

10 © 2009 Flanders Scientific, Inc. 

Back to Table of Contents  

Assignable Functions (continued)  

¶ Measurement  

This function allows you to get precise real time YRGB measurements of any point within in your incoming 
signal.  To toggle this feature on/off simply press the function key you have assigned to the Measurement 
function to  display a movable crosshair onscreen.  With the Measurement function on you can use the H 
POS (PHASE) and V POS (CHROMA) rotary knobs to position your crosshair over the point within your 
source that you would like to measure. To reset the vertical or horizontal position of your crosshair back to 
center simply press down on the corresponding rotary knob.  As you move the crosshair your Measurement 
data will update in real time. The Measurement function provides the following real time data: 

¶ Y Level shown in 10 bit range 

¶ Y% 

¶ R% 

¶ G% 

¶ B% 

¶ R Level shown in 8 bit range 

¶ G Level shown in 8 bit range 

¶ B Level shown in 8 bit range 

You can also press the Find Delta rotary knob (F.D. / BRIGHT) to set a reference position onscreen.  Once 
your reference position is set it will be indicated on screen by a separate crosshair and you will be able to 
move the active crosshair to obtain a real time readout of your current and reference positions as well as a 
separate readout of the precise difference between current and reference locations. 

 

 

 

 

Pressing the Contrast rotary knob button allows you to set your current crosshair position as an F-Stop Refer-
ence and view differences between this current position and your reference position as an F-Stop value.  The 
F-Stop reference feature is independent of the Find Delta feature.  The F-Stop reference value will always be 
based on the levels of your current active crosshair position at the precise moment when the Contrast knob is 
pressed. 

The crosshair color will follow the  color selected for markers from the Marker Menu.  To change the color of 
the Measurement functionôs crosshair change the Marker color. 

¶ Lum Coloring  

This function generates an artificial luminance map of the incoming source.  An onscreen millivolt scale helps 
indicate what artificial color corresponds to what luminance level. This feature may be helpful in judging cor-
rect exposure and can be instantly toggled on/off by setting the Lum Coloring feature to a specific function 
button. 










































